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WARNING
NEVER TRAVEL WITH BATTERIES INSTALLED

THE MOST POWERFUL COMPACT STROBE

UNDERWATER STROBE
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1.	  Backscatter Atom Flash Strobe
2.	  O-ring Grease
3.	  YS Mount 
4.	  1-inch Ball Mount with Bolt & Washers
5.	  Flat White Diffuser* 
6.	  Light Pipe (for remote operation) 
7.	  Spare O-rings (2)
8.	  3/16-inch Hex Wrench

*Installed on Strobe
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1.	 LED Light  & Select Button
2.	 Power Intensity Knob
3.	 Ready Light
4.	 Mode & Enter Button
5.	 LCD Mode Screen
6.	 Battery Compartment Cap
7.	 Fiber Optic Port
8.	  1/4-20 Inch Mounting Point
9.	 Mounting Alignment Points
10.	 Power Level
11.	 Mode
12.	 Battery Level Indicator Ring
13.	 Shots Remaining
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 BATTERY & O-RINGS 
BE SURE TO READ THE FULL BATTERY FAQ & SAFETY INSTRUCTIONS 
AT THE END OF THIS MANUAL

ONLY USE APPROVED BATTERIES:  We recommend XTAR 18650 10A 
4000 mAh batteries. Batteries are available from Backscatter or Backscatter 
Authorized Dealers and other retailers worldwide. 

WARNING!  NEVER USE AN UNAPPROVED 18650 BATTERY!

TO INSTALL A BATTERY:
•	 Unscrew the battery cap from the body, remove the double O-rings, and 

clean both the O-rings and the grooves on the battery compartment.
•	 Lightly grease the O-rings with the provided O-ring grease, then reinstall 

them.
•	 Insert the approved 18650 batteries with correct polarity as indicated in the 

battery compartment.
•	 Inspect and clean the battery cap O-ring sealing surface, then align the 

notches in the light head with the body, and twist into place.
•	 Verify you have fully twisted until it stops.

WARNING! IF YOU SEE WATER INTRUSION OR CORROSION IN THE 
BATTERY COMPARTMENT OR THE STROBE BODY, STOP USE

IMMEDIATELY AND CONTACT US.

Note: Make sure the battery terminals on the battery are clean before 
installation. When changing or charging batteries, make sure you and 
anything around you are completely dry to prevent water from dripping on 
the batteries or charger. Remove any wet clothing or diving gear (such as a 
wetsuit) from the arms and wrists to prevent water droplets from damaging 
the batteries, charger, or the interior of the battery compartment. Excess 
moisture, especially with prolonged exposure in warm, humid, and salty 
air environments, can cause a coating to build up on the battery terminals 
over time, which can lead to enough electrical resistance to prevent the 
light from powering on. If this happens, use a pencil eraser or a fiberglass 
scratch brush to gently clean the terminals. Never use a battery that has 
either been partially or fully submerged in water for any amount of time.
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Never attempt to open the front part of the strobe in an effort to 
service the Atom Flash yourself. Return the strobe for service to an 
Authorized Backscatter Dealer for servicing needs. The Atom Flash has 
very high voltage capacitors that hold a charge long after the strobe has 
been powered off that can cause an electrical shock during unauthorized 
servicing that can lead to severe injury or death to an untrained service 
technician.

NEVER CHARGE BATTERIES UNATTENDED:  Never go to sleep or leave 
charging batteries unattended. Lithium battery charging could be deadly 
if the proper precautions are not taken. See the detailed battery safety 
section on pages 32-35 for more instructions on how to handle Lithium-Ion 
batteries.

3 LAYERS OF PROTECTION FOR YOUR SAFETY & CONVENIENCE
The Backscatter Atom Flash has 3 layers of protection for the battery 
compartment seal: 2 main body O-rings and a sand seal gasket. 
 
Main body O-rings: The 2 main body O-rings are identical, so there is no 
worry about mixing the O-rings up or installing them in the wrong order. 
 
Sand Seal: The sand seal is a gasket that helps prevent sand and other 
ocean debris from reaching the O-rings. This helps keep the O-rings clean 
and reduces the amount of O-ring maintenance that needs to be done. The 
sand seal is not a water-tight seal, and is not designed to keep water out of 
the light. Never add any O-ring grease to the sand seal, as this will attract 
sand and debris to the sand seal. To clean, simply wipe it with your finger 
or a lint-free paper towel. 

- 5 -



 O-RING MAINTENANCE 
O-ring maintenance is the responsibility of the user. Carefully follow these 
instructions on how to perform proper O-ring maintenance.

To access the O-rings and batteries, twist off the battery cap and remove 
the grey double O-rings. Clean the O-rings, the O-ring grooves on the 
battery compartment, and the sealing surfaces of the battery compartment 
and battery cap with a lint free paper towel (like a shop towel) or cloth. 
Follow these important steps for proper O-ring maintenance. 

Battery Compartment O-rings

Sand Seal

•	 Make sure to inspect the O-rings every time the battery cap is removed 
to make sure it is free from any dirt, sand, hair, or any other foreign 
materials and to inspect the O-rings for any damage, like cuts, nicks, tears, 
indentations, or deformations.

•	 Replace any damaged O-rings immediately. A spare set is provided for 
your convenience.

•	 After cleaned and inspected, lightly grease the O-rings with the provided 
O-ring grease and re-install the O-rings on the battery compartment. The 
O-ring should have just enough grease to slide easily through your fingers 
and be evenly distributed without having globs of excess grease on the 
O-ring.

Note: Only use the provided grease for the O-rings. Using other types 
of grease could cause massive swelling, material deterioration and 
deformation, stress cracking and failure of the O-rings which can lead to 
battery compartment leakage and is not covered by the warranty. 
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NEVER USE PETROLEUM BASED LUBRICANTS (LIKE WD-40) 
ON ANY UNDERWATER IMAGING EQUIPMENT!

Note: The O-ring needs to be lubricated so it can slide when the battery 
cap is being rotated into position. Without any grease or an inadequate 
amount of grease (commonly referred to as a “dry” O-ring) the O-ring will 
grip instead of slide, which will cause the O-ring to deform and extrude 
from its groove and cause water intrusion into the battery compartment.

Note: Make sure to inspect the battery compartment each time when 
changing batteries to ensure no water has entered the battery compartment. 
If any residual water is found in the battery compartment, immediately dry 
the compartment completely. If there is corrosion on the battery terminals 
or battery cap, contact Backscatter. It is the responsibility of the user to 
maintain the user serviceable battery cap O-rings and prevent water 
intrusion into the battery compartment as water intrusion into the battery 
compartment is not covered under the warranty.
 
Pro Tip: Make sure to dry the light before opening the battery compartment. 
When opening the battery compartment, open it with the battery cap 
facing downward. This minimizes any residual water that can drip into the 
battery compartment and cause damage to the light that would not be 
covered under warranty.

If you have any questions about how to perform the required user 
maintenance for the O-rings or are unsure of these instructions, contact 
Backscatter or your authorized dealer for assistance.

OTHER CARE & MAINTENANCE
•	 Rinse the strobe in fresh water after each dive.
•	 Press the buttons during rinsing to flush out any trapped salt water.
•	 Dry before storage.
•	 Never store or travel with batteries in the strobe.
•	 Do not look directly into the beam.
•	 Do not operate the strobe out of water for extended periods — overheating 

may result.
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 FIBER OPTIC CABLE 
The Atom Flash is compatible with any  
613 multi-core, angled end style fiber optic 
cable, such as the Backscatter Universal 
Fiber Optic Cable. Plug one end of the 
cable into the Atom Flash and the other 
end into the fiber optic adapter of the 
camera housing. 

 MOUNTING OPTIONS 
Choose the ball mount for standard  
1-inch aluminum ball arms and install with 
the included hex wrench. Choose the  
YS mount for use with ball arm adapters 
that have a YS mount on one end. Due to 
the weight and size of the Atom Flash, it is 
not recommend to be mounted with flex 
arms.

 AUTO STANDBY   (15 MINUTES)
When the LED Focus Light is off, and the Atom Flash has not fired for more 
than 15 minutes, it will enter stand-by mode to conserve battery power.  
To exit Stand–by mode and resume normal operation, activate any control 
or fire a flash with the camera.

 AUTO-OFF SAFETY   (2 HOURS)
The Atom Flash will automatically power off when inactive for more than  
2 hours. Wake-up the Atom Flash by turning the power dial off and on.
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Note: The shots remaining counter is only an approximation of how many 
shots are left. Factors such as LED light use, battery level, and battery 
recovery after high-performance events, such as rapid shooting, can affect 
the number of shots remaining on the display.

 TURNING ON THE ATOM FLASH 
To turn on the Atom Flash, turn the red dial from the OFF position to any 
power level. The function of the flash will depend on what shooting mode 
is selected. The factory default mode when first turned on is Manual Mode.

 LED LIGHTING MODES 
The Atom Flash has two different modes for the LED lights, Spot White and 
Red Flood. The lights have three levels of power. To change the LED power 
level output, press and quickly release the  SELECT button to toggle 
between 3 different power levels and off. To change the LED light mode, 
press and hold the Mode button for 2 seconds to change the mode.

 OPTICAL SNOOT   WHAT YOU SEE IS WHAT 
			    YOU GET
The Atom Flash packs plenty of punch when it comes to using the optional 
Backscatter Optical Snoot and aiming the snoot has never been easier. 
We recommend power level low or medium on the target light for most 
situations, but full power level will help your aim even in the brightest 
shallow water conditions.

Note: The Snoot LED light mode is designed and optimized for use with 
the Backscatter OS-2 Optical Snoot to allow the brightest transmission of 
light aiming through the snoot. The spot target light is primarily designed 
to work with the OS-2 optical snoot, but can also be used as a target light 
for up close macro use. The Red beam may also be used with the snoot.
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 THERMAL PROTECTION   
DESIGNED TO KEEP YOU SHOOTING
Due to the high guide number and resulting heat when firing at maximum 
power level, the Atom Flash contains multiple safeguards to prevent 
damage due to over flashing or heat build-up at maximum power. At lower 
power levels, heat buildup is dissipated quickly and will not lead to an 
overheating condition.

When the first overheating temperature threshold is reached, the Atom 
Flash will emit a long beep, a “CHILL OUT” message will appear on the LCD 
screen, and the Main Indicator Light will flash purple. This will occur when 
shooting at the maximum power level rapidly in continuous succession. 
The number of shots will vary with water temperature, previous heat 
buildup from shooting and target light use. When the threshold is reached, 
the Atom Flash will reduce the flash output by 1/2 stop. If the strobe is 
still continuously fired after this first threshold is reached, it can reach the 
second threshold which will make the strobe pause to cool down before 
continuing to fire again.

The reality of shooting at the higher power levels of the flash is that most 
shooters will never reach the thermal protection modes, even on land, as it 
only occurs after sustained rapid shooting at the highest power level for an 
extended number of shots immediately in a row. If the thermal protection 
mode is reached, all it takes is a brief pause to allow the strobe to cool off 
for a few seconds to exit the thermal protection mode.

Note: Do not use any covers such as a neoprene or silicone protective 
sleeve on the Atom flash. This will interfere with the heat sink design of the 
flash and lead to excessive over heating. 
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 BACKSCATTER TTL FLASH TRIGGERS   
AUTOMATIC FLASH EXPOSURE FOR
SONY, OM SYSTEM, & OLYMPUS
Backscatter has two TTL Flash triggers available — one for OM/Olympus 
and one for Sony. These triggers allow for manual, TTL, and HSS operation 
when used with the Atom Flash, Hybrid Flash, and Mini Flash 3. The Mini 
Flash 2 is compatible with the OM/Olympus trigger only. These triggers are 
also compatible with other strobe brands for manual flash firing. The Sony 
trigger is additionally compatible with Retra strobes in HSS mode.

The Atom Flash is compatible with the OM/Olympus RC system for 
automatic TTL flash control. It can either be used with the internal camera 
flash (like a TG style camera) or with the Backscatter TTL Flash Trigger for 
OM/Olympus (for mirrorless cameras with a hot shoe).

The TTL protocol of the Backscatter Sony TTL Flash trigger is proprietary 
and is only compatible with the Backscatter SC Flash system. It is not 
compatible with other strobes that have a TTL system designed for fiber 
optic cables.

There are certain camera menu settings that must be used for the operation 
of TTL and manual flash operation. Please see the sections of this manual 
for Manual flash mode (page 16) and Smart Control (SC) modes (page 18) 
for specific instructions on setting the camera menu and limitations for 
using Backscatter TTL Flash triggers with the Atom Flash. 

The Backscatter TTL Flash triggers are an optional accessory available 
separately.
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 DIFFUSERS   WIDEN THE FLASH BEAM & 
SELECT A COLOR TEMPERATURE
Diffusers modify the flash beam pattern by spreading the beam wider 
and making it more even with softer edges. There are both flat and dome 
diffusers available for the Atom Flash in various color temperatures, giving 
the photographer complete control over beam width and color. The Atom 
Flash comes with the flat white diffuser, the other diffusers are optional 
accessories.

The Flat diffusers expand the native 110 degree beam pattern of the Atom 
Flash out to 130 degrees. Dome diffusers will expand the coverage to  
150 degrees. In lower visibility conditions with a lot of scatter in the water, 
the flat diffuser is preferred because it is slightly more directional in its 
coverage with the narrower beam pattern which makes it easier to eliminate 
scatter in the shot with proper strobe positioning. The dome diffuser 
provides an edge to edge even beam but is a little harder to eliminate 
scatter in the corners with a fisheye lens in low visibility conditions. Flat 
diffusers are more forgiving for eliminating scatter in low vis, and the domes 
are very forgiving for strobe positioning in clear water due to the evenness 
and width of the beam, and is the best choice for very large scenes.

Diffusers are available in 4 colors: White (6300K), 5500K, 4500K, and 
Ambient. The white diffusers at the higher color temperature of 6300K are 
a good all around choice and will have a further reach into a scene due to 
its higher color temperature than the warmer varieties. It is recommended 
to use Auto White Balance on the camera with the white diffusers.

The 5500K warming diffusers are a very popular color choice among 
photographers who are looking for a more “faithful” daylight look 
underwater and are perfect for model shoots, providing warmer, more 
saturated skin tones for human subjects. The 4500K warming diffusers 
work well to turn greenish/aqua water more blue, especially in lower 
visibility conditions. In clear shallow waters it will help the hue of the water 
turn more blue and give an appearance of the shot looking like it was shot 
at a deeper depth than it was. When using these diffusers it is recommend 
to set the camera’s white balance setting to 5500K or 4500K, respectively.
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The Ambient diffusers take a completely different approach and are 
designed to match the cooler color temperature of the water. With the 
Ambient diffusers the strobe light is the same color as the surrounding 
water and is now just filling shadows as with a land shot with a flash where 
the flash and ambient light are the same color. This will give a more natural 
even look to photos and the light will have the most penetration into the 
scene. The Ambient diffusers work best in a depth range of 10-35 feet  
(3-10 meters). It is recommended to execute a custom white balance with 
the Ambient filters installed on the strobe to get the correct color balance.

For more information how to use the different diffusers and the selectable 
color temperatures, check out all of our instructional videos and articles 
on the Backscatter website using the QR code on the front cover of this 
manual.

TO INSTALL A DIFFUSER:
1.	 Line up the unlock icon of the diffuser with the white dot on the 

bottom of the front bezel of the Atom Flash.
2.	 Turn the diffuser towards the lock icon and click into place.
3.	 It is recommended to use the included lanyard to safely keep the 

diffuser attached to the strobe body during installation and removal 
to help prevent it from loss to the abyss.
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SHOOTING MODES
The shooting modes of the Backscatter Atom Flash are designed to allow 
the photographer easy access to all of the basic and advanced features 
of  the flash. Press the MODE button to change the mode. The modes 
advance in this order:

Manual → SC → SC  → HSS → REM Tx → REM Rx → Test → LPM → Menu

The Atom flash will stay in the last mode used when turning the strobe 
on. Out of the box, the default setting is for the menu system to show all 
modes. In the MENU, there is an optional two-tier mode system that allows 
user-selectable “Favorites” to be stored in the first tier, while other modes 
used  less often can be saved in the second tier. This is super handy for 
people who use only a handful of modes for the majority of their shots 
by allowing quick access to only those features needed in the heat of the 
moment.

TO TURN ON FAVORITES FOR SHOOTING MODES:
1.	 Press the MODE button to advance to “MENU,” then press the  

 SELECT button to enter the MENU.
2.	 Press the  SELECT button until “CUSTOM” is highlighted, then press 

ENTER.
3.	 Press the  SELECT button until “M1 & M2” is highlighted, then press 

ENTER.
4.	 Press the  SELECT button until “ON” is highlighted, then press ENTER.
5.	 The Backscatter Atom Flash is now set up to use the Favorites mode.

After exiting the MENU, to switch between Favorites (MODE 1) and the 
second level (MODE 2), press and hold the MODE button. The screen 
will show which MODE level you are going to for 2 seconds (MODE 1 or  
MODE 2).
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DEFAULT SETTINGS FOR THE FAVORITES FROM THE FACTORY:
•	 Mode Level 1 (M1): 

	� Manual → SC → SC  → Menu
•	 Mode Level 2 (M2): 

	� HSS → REM Tx → REM Rx → Test → LPM → Menu

ASSIGN YOUR OWN FAVORITES
If you want to change the shooting modes that appear in MODE 1 or 
MODE 2, this can be assigned in the MENU.

1.	 Press the MODE button to advance to “MENU,” then press the  
 SELECT button to enter the MENU.

2.	 Press the  SELECT button until “CUSTOM” is highlighted, then press ENTER.
3.	 Press the  SELECT button until the shooting modes you want to assign is 

highlighted, then press ENTER.
4.	 The display will highlight the current setting. Press the  SELECT button 

until the desired selection is made. A mode can be either in MODE 1 or 
MODE 2, or in both MODE 1 & 2.

5.	 Repeat this process for the remaining modes you want to change.

Here are some examples of how certain types of shooters may want to set 
up their Favorites. These are only suggestions; feel free to customize the 
Favorites to suit your particular shooting style.

THE MANUAL SHOOTER
•	 Mode Level 1 (M1): 

	� 	Manual → HSS
•	 Mode Level 2 (M2): 

	� SC → SC  → REM Tx → REM Rx → Test → LPM →Menu

THE AUTOMATIC TTL SHOOTER
•	 Mode Level 1 (M1): 

	� SC → SC 
•	 Mode Level 2 (M2): 

	� Manual → HSS → REM Tx → REM Rx → Test → LPM → Menu

Once you have the Favorites customized the way you want, the Backscatter 
Atom Flash will save these selections in its internal memory.
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 MODE   MANUAL (MOST POPULAR)
This is the recommended primary mode for most shooters.

LEARNING MODE FOR PRE-FLASH CANCELLATION 
The Atom Flash will learn the camera’s pre-flash or manual flash pattern 
on the first flash that is fired after turning on the Atom Flash when in 
Manual  Mode. Learning Mode ON is the default factory setting. If you 
are using a manual internal flash or a manual flash trigger, or shooting in 
continuous, see below on how to turn off Learning Mode.

1.	 Starting from the OFF position, turn the red dial to any power level, and 
make sure the Atom Flash is in Manual Mode.

2.	 Take a  single  photo with the camera. The Atom Flash will 
automatically learn  whether the camera is set to single flash or  
pre-flash and learn the camera’s or flash trigger’s pre-flash pattern.   
Do not use continuous shooting when taking this shot, as this could 
cause the Atom Flash to take a false reading, resulting in shots that are not 
synchronized between the flash and the shutter.

3.	 Repeat this process anytime the flash has been turned off.

ADJUSTING THE POWER LEVEL DIAL
The red dial adjusts the power output. There are 11 levels of manual power 
control, in 1/2 stop increments. The maximum power level is F.

FULL
356

M

HOW TO TURN OFF LEARNING MODE
For shooters who use manual flash triggers or an internal camera flash in 
manual mode that only emits 1 flash, learning mode can be disabled. This 
way, the strobe defaults to firing on the first flash that occurs, eliminating the 
need to teach the Atom Flash each time it is powered on.
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Turn Off Learning Mode if Continuous Shooting: The first quick shots 
in continuous shooting could be incorrectly interpreted by the Atom flash 
and result in the flash firing every other frame.   It’s highly recommended 
to turn off learning mode if you frequently perform continuous shooting. 
A manual flash trigger or an internal flash set to manual is required.

TO TURN OFF LEARNING MODE 
1.	 Press the MODE button to advance to “MENU,” then press the  

 SELECT button to enter the MENU.
2.	 Press the  SELECT button until “LEARN” is highlighted, then press ENTER.
3.	 Press the  SELECT button until “OFF” is highlighted, then press ENTER.
4.	 Once you have the Learning Mode customized the way you want, the 

Backscatter Atom Flash will save these selections in its internal memory.

Note: With pre-flash cancellation learning mode set to OFF, the flash will 
fire on the first flash it sees, which is the typical setting for manual flash 
triggers and manual internal flash settings.

Pro Tip: If your camera allows, set the internal flash to manual with a low 
power level. This will enable the camera to fire faster and use less camera 
battery than fill-in flash mode.

MENU SETTINGS FOR SONY WITH THE BACKSCATTER SONY TTL 
FLASH TRIGGER FOR MANUAL FLASH OPERATION IN M MODE 
1.	 Go to Camera Menu → Flash → Wireless Flash 
2.	 Turn Wireless Flash to ON.

Note: The Atom Flash must be set in M mode to fire manually. It will not 
fire in either SC mode when the flash trigger is set to manual operation   
(Wireless Flash ON).

Pro Tip: Assign the Wireless Flash menu setting to a custom button to 
toggle between Wireless Flash OFF and ON to quickly switch the TTL 
and manual operation of the flash trigger.
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 MODE   SMART CONTROL (SC & SC )
	      AUTOMATIC FLASH (TTL) 
	      OLYMPUS, OM & SONY 
Smart Control modes (SC and SC ) provide very accurate automatic TTL 
exposures with Olympus/OM and Sony cameras. Follow the instructions 
below to select the best SC mode and to properly configure the camera 
menu settings.

SC
OM TTL

SC
SONY TTL

SC MODE
Select SC Mode for automatic TTL exposure of larger subjects such as fish 
portraits, turtles, and reef scenes. 

SC  MODE
Select SC  Mode for more accurate automatic TTL exposures of small 
macro subjects close to the camera. For Olympus/OM TG cameras, use 
SC  mode when in Microscope mode or AF Super Macro. For mirrorless 
cameras, use this mode when shooting close-up macro (such as subjects 
smaller than a golf ball), especially with wider apertures.

Note: TTL flash compensation is controlled by the camera in the camera’s 
flash compensation menu.
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LISTEN FOR MINIMUM & MAXIMUM EXPOSURE WARNING BEEP: 
The strobe will sound a warning beep to alert you that the flash has fired at 
maximum output or if the minimum power is too bright for the scene. If the 
resulting image is too dark, get closer, increase ISO, open the aperture, or 
combine all three to get the strobe back into a usable range. If the image is 
too bright, decrease ISO or close the aperture to get the strobe back into 
a usable range.

Note: The factory default setting for the SC Mode camera brand is for 
Olympus/OM System. If you are using an Olympus/OM System camera, 
no setting change is required out of the box. Sony shooters must select 
Sony in the menu.

SELECTING THE CAMERA BRAND FOR SC MODE
1.	 Press the MODE button to advance the MENU, then press the  

 SELECT button to enter the MENU.
2.	 Press the  SELECT button until “SC” is highlighted, then press ENTER.
3.	 Press the  SELECT button until your camera brand is selected, then press 

ENTER.

Note: The camera selection settings only need to be configured once and 
will remain in the memory of the Atom Flash until it is changed again.

LEARN HOW TO SHOOT MANUALLY
The Atom flash will display the power level used for the previous shot in 
TTL on the screen. This feature can help novice photographers learn how 
to set power levels manually to advance their skills.
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 MODE   SMART CONTROL (SC & SC )
	      AUTOMATIC FLASH (TTL) 
	      OLYMPUS, OM & SONY  (CONT.)

REQUIRED CAMERA MENU SETTINGS FOR OLYMPUS/OM IN  
SC & SC  MODES
SC and SC  modes on the Atom Flash requires the camera be set to RC 
mode. Most cameras do not have RC mode turned on by default. Select 
your camera from the setting guides below. 

OLYMPUS TG-1 TO TG-4 CAMERAS:
Required Camera Settings for Olympus TG-1 to TG-4:

1.	 Go to Camera Menu → Accessory Settings → Remote Flash → RC, 
then exit menu.

2.	 Then, press the flash icon button on the 4-way control and set the flash 
to RC.

OLYMPUS/OM TG-5 TO TG-7 CAMERAS:
Required Camera Settings for Olympus/OM TG-5 to TG-7.

1.	 Press the flash icon button on the 4-way control.
2.	 Set the flash setting to RC.
 
OLYMPUS/OM MIRRORLESS CAMERAS: 
Required Camera Settings for Olympus/OM Mirrorless Cameras.

1.	 Go to Camera Menu → RC Mode ON, then exit Menu.
2.	 Press the OK button. If the RC menu does not initially pop up, press 

the INFO button to toggle the view to the RC menu.
3.	 The Atom Flash operates on Group A, Channel 1. Set the camera  

RC menu to TTL in group A.

Note: On some Olympus/OM mirrorless camera models, the flash sync 
speed is reduced to 1/160 in RC mode.

Note: For TTL to work, Olympus/OM mirrorless cameras must use the 
internal popup flash or a compatible RC flash trigger. TTL with the Atom 
Flash is only compatible with Olympus or OM Systems cameras and lenses.
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USING THE BACKSCATTER SONY TTL FLASH TRIGGER FOR TTL
To use SC and SC  with Sony cameras to achieve TTL, the Backscatter 
Sony TTL Flash Trigger is required. There is a proprietary communication 
between the Backscatter Sony TTL Trigger and the Atom Flash for TTL and 
HSS commands. Other 3rd party TTL flash triggers are not compatible with 
the TTL protocol of the Atom Flash. The Backscatter Sony TTL Flash Trigger 
can also be used for manual flash application as well with the Atom Flash 
and other strobes.

SONY MIRRORLESS CAMERAS: 
Menu Settings for Sony with the Backscatter Sony TTL Flash Trigger for TTL 
and HSS Operation in SC Mode

1.	 Go to Camera Menu → Flash → Wireless Flash.
2.	 Turn Wireless Flash to OFF. 

Note: This is the default factory setting for Sony cameras. The Atom Flash 
must be set in SC or SC  mode to fire TTL. It will not fire in any other 
mode when the flash trigger is set to TTL operation (Wireless Flash OFF).  
See the section “Mode: Manual” (page 16) to learn about Manual operation 
with the Backscatter Sony TTL Flash trigger. 
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 MODE   SMART CONTROL (SC & SC )
	      SUPER FP/HSS FLASH 
	      OLYMPUS, OM & SONY
Atom Flash SC and SC  modes also allow Olympus/OM and Sony 
mirrorless cameras to use Super FP (Olympus/OM) and HSS (Sony). 
Super FP and HSS mean the same thing, which is High Speed Sync.  
Super FP/HSS allows for flash photographs at shutter speeds faster than 
the camera’s normal maximum sync speed, up to 1/8000. This allows for a 
wider open aperture while still maintaining a darker background. Super 
FP/HSS is not available on compact cameras, as compact cameras do not 
have mechanical shutters. 

Note: Super FP/HSS reduces flash output compared to regular shooting. 
Only use it for close-up shooting. The flash will diminish the faster the 
shutter speed is set. 

SUPER FP FOR OLYMPUS MIRRORLESS CAMERAS
Camera Settings for Super FP for Olympus Mirrorless Cameras in SC mode:

1.	 Make sure the camera is in RC mode and access the RC flash menu 
(see TTL for Olympus/OM mirrorless shooters for setup)

2.	 In the RC flash menu, change the flash icon to FP
3.	 Set the Group A flash mode to either TTL or M.

Note: Use the RC menu to change between TTL or manual HSS operation. 
The red dial will control the strobe output in manual HSS operation.

HSS WITH SONY MIRRORLESS CAMERAS 
Camera Settings for HSS with Sony Mirrorless Cameras in SC Mode with the 
Backscatter Sony TTL Flash Trigger

1.	 Cycle the Mode button on the Atom Flash to SC or SC 
2.	 Go to Camera Menu → Flash → set Wireless Flash to OFF. 
3.	 Go to Camera Menu → Shutter/Silent → Shutter Type →  

set to Mechanical Shutter.
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Additionally for Cameras with e-Front Curtain Shutter:

4.	 Go to Camera Menu → Shutter/Silent → e-Front Curtain Shut. →  
set to Off

Note: For HSS use, Sony cameras must have the Shutter type be mechanical 
and e-front curtain shutter (if offered as an option) must be off. If these 
menu settings are not made, banding may appear in the image, which will 
worsen with faster shutter speeds. If banding occurs, reduce the shutter 
speed. This setting is not specific to the Atom Flash, this is for any Sony 
camera being used with a HSS compatible flash. Please see your Sony 
camera instruction manual for more details.

Note: On the camera, the switch from normal operation to HSS is 
automatically handled by the flash trigger when the camera’s shutter speed 
is set faster than the flash sync speed limit. The camera will indicate it is in 
HSS mode when the flash icon changes from a single lighting bolt flash 
icon to having HSS displayed next to the flash icon.

Note: The Atom Flash must be set in SC mode to fire when Wireless Flash 
is set to OFF. It will not fire in either M or HSS modes when the flash trigger 
is set to TTL operation (Wireless Flash OFF).

Pro Tip: If you primarily shoot in TTL flash mode it is recommended to 
use the SC mode (rather than HSS mode) on the Atom Flash to do HSS as 
there are no changes needed to switch from normal TTL operation to HSS 
operation. The Atom flash will operate in TTL with HSS in SC mode.

For shooters who primarily shoot Manual flash and want to use manual 
flash output with HSS, please see the section titled “MODE: High Speed 
Sync (HSS).” (page 24)
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 MODE  HIGH SPEED SYNC (HSS)
HSS allows the camera to shoot a flash at shutter speeds faster than the 
camera’s max sync speed. This only applies to mirrorless and SLR cameras. 
Compact cameras do not have mechanical shutters and thus don’t have 
an upper limit on flash sync speed. In HSS, the flash can sync with shutter 
speeds up to 1/8000, allowing for a wider open aperture while maintaining 
a darker background. A compatible flash trigger is required for HSS 
operation. Contact Backscatter or a Backscatter Authorized Dealer for 
information on the latest 3rd party compatible triggers. The Backscatter 
Sony TTL Flash trigger set to manual flash mode is compatible with the HSS 
mode of the Atom Flash.

FULL
1756

HSS

Note: The HSS mode is only intended for use with 3rd party flash triggers 
that support HSS firing for non-Olympus cameras or with the Backscatter 
Sony TTL Flash trigger set to manual flash mode. To use HSS with Olympus 
cameras, please follow the instructions for using Super FP in SC mode  
(page 22).

Note: HSS reduces flash output compared to regular shooting. Only use it 
for close-up shooting. The flash will diminish the faster the shutter speed 
is set. 

HSS WITH NON-OLYMPUS MIRRORLESS & SLR CAMERAS 
Settings for HSS on Non-Olympus Mirrorless and SLR Cameras:

1.	 Cycle the Mode button on the Atom Flash to HSS.
2.	 Set the flash trigger to the appropriate HSS setting for use with the 

Atom Flash. Follow the flash trigger manufacturer’s instructions for 
HSS compatibility and proper settings.
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HSS WITH SONY MIRRORLESS CAMERAS 
Camera Settings for HSS with Sony Mirrorless Cameras in HSS Mode with 
the Backscatter Sony TTL Flash Trigger

1.	 Cycle the Mode button on the Atom Flash to HSS.
2.	 Go to Camera Menu → Flash → set Wireless Flash to ON. 
3.	 Go to Camera Menu → Shutter/Silent → Shutter Type → set to  

Mechanical Shutter.

Additionally for Cameras with e-Front Curtain Shutter:

4.	 Go to Camera Menu → Shutter/Silent → e-Front Curtain Shut. →  
set to Off (if available).

Note: For HSS use, Sony cameras must have the Shutter type be mechanical 
and e-front curtain shutter (if offered as an option) must be off. If these 
menu settings are not made banding may appear in the image, which will 
worsen with faster shutter speeds. If banding occurs, reduce the shutter 
speed. This setting is not specific to the Atom Flash, this is for any Sony 
camera being used with a HSS compatible flash. Please see your Sony 
camera instruction manual for more details.

Note: On the camera, the switch from normal operation to HSS is 
automatically handled by the flash trigger when the camera’s shutter speed 
is set faster than the flash sync speed limit. The camera will indicate it is in 
HSS mode when the flash icon changes from a single lighting bolt flash 
icon to having HSS displayed next to the flash icon.

Note: The Atom Flash must be set in HSS mode to fire when Wireless 
Flash is set to ON. It will not fire in SC mode when the flash trigger is set to 
manual operation (Wireless Flash ON).

Pro Tip: If you primarily shoot in Manual flash mode (rather than TTL in  
SC mode) it is recommended to use the HSS mode (rather than SC mode) 
on the Atom Flash to do HSS as the only required change to shoot in HSS 
is to change the Atom Flash mode to HSS. This makes it faster to switch 
between normal shooting and HSS shooting.

For using HSS while in SC mode (TTL), please see the section titled 
“Camera Settings for HSS with Sony Mirrorless Cameras in SC Mode with 
the Backscatter Sony TTL Flash Trigger.” (page 22)
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 MODE   REMOTE LIGHTING CONTROL (REM)
The Atom Flash’s Remote Lighting System allows the use of a camera-
mounted Atom Flash to wirelessly trigger and change the brightness of 
a remotely placed Atom Flash, Hybrid Flash, Mini Flash 2, or Mini Flash 3.  
This is a great way to achieve side lighting, backlighting, or remote 
snooting on a tripod or Backscatter Remote Lighting Muck Stick without 
having to reach the remote flash to change power levels. It provides the 
freedom to frame shots completely untethered. The Atom Flash can also 
be mixed and matched with any of the previously mentioned flashes for 
remote operation. 

A minimum of two strobes is required for remote operation. The camera-
mounted flash is the “main” flash, connected to the camera by a fiber optic 
cable, which sends the power level control signal and triggers the “remote” 
flash or flashes. The remote flash requires the installation of the included 
Light Pipe for wireless operation.

There are two Remote modes on the Atom Flash. Remote Transmit  
(REM Tx) is used for the main flash connected to the camera, which will 
transmit power level changes to the other flashes. Remote Receive (REM 
Rx) is designed for remotely placed strobes to receive power level changes 
and be triggered by the main transmitting strobe.

1/16 
0.5

1969

REM Tx

Note: It is possible to use the Mini, Atom, and Hybrid flashes to send or 
receive power level change signals from each other. Since the Mini, Atom, 
and Hybrid flashes have different numbers of power levels, only the 
highest power levels are mapped to each other in remote operation when 
combining flashes with varying power levels.
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Note: Use the optional IR filter to block any visible light from the main 
triggering strobe from showing up in the image.

SET UP & INSTALL THE LIGHT PIPE ON THE REMOTE FLASH
1.	 Stretch the rubber lanyard of the Light Pipe over the 1-inch ball mount.
2.	 Press and thread the Light Pipe into the remote Atom Flash fiber optic 

socket.
3.	 Set the mode to REM Rx (Remote Receive).
4.	 Attach the Atom Flash to the Backscatter Remote Lighting Muck Stick or 

tripod and aim at the subject.
5.	 Rotate the Light Pipe to aim directly at the main flash.

Note: The Light Pipe rubber lanyard is only compatible with the 1-inch ball 
mount, not a YS mount.

SET UP THE MAIN FLASH ON CAMERA
1.	 Connect the main Atom Flash to your camera system with a fiber optic cable.
2.	 Set the Mode to REM Tx (Remote Transmit).
3.	 Aim the main strobe toward the remote Light Pipe of the remote strobe.
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 MODE   REMOTE LIGHTING CONTROL (REM)
	      (CONT.)
USE THE  SELECT BUTTON TO SEND POWER LEVEL CHANGES 
WIRELESSLY
1.	 Make sure the main flash and the Light Pipe of the remote flash are facing 

each other and are within line of sight.
2.	 To send a flash power level setting from the main flash to the remote flash, 

set the desired power level on the main flash’s Red dial, then press and 
hold the  SELECT button. You will see a series of light signals from the 
main flash, and the remote flash will fire immediately. A confirmation flash 
from the remote flash about a second later will indicate that the remote 
flash has received the power level signal.

3.	 Once the main power level signal has been set, the remote flash will stay 
at that power level until a new power level signal is sent.

4.	 When taking a picture, the main flash will trigger the remote flash. This 
allows the freedom to use the main flash for front lighting at any power 
level desired while maintaining a different power level setting for the 
remote flash.

CONTROL YOUR SECOND STROBE WIRELESSLY: 
Press the  SELECT button to beam a new power level to your off-camera 
wireless second Atom Flash. Rotate the light pipe to make any position 
work. 

Note: Atom Flash, Hybrid Flash, Mini Flash 3 
& Mini Flash 2 can be used together for 
remote lighting.

1/16 
0.5

1969

REM Tx
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 MODE   TEST
TEST mode allows the Atom Flash to be fired at any desired power output 
with the press of the TEST button. In TEST mode, the TEST button is the  

 SELECT button. The LED lights cannot be turned on or off in TEST mode, 
but they can be turned on or off in another mode before switching to TEST 
mode.

This is a great way to do light painting with long exposures instead of 
a video light. Do a long exposure, and fire the flash multiple times on a 
subject for a “stroboscopic” effect, or use it as a signaling device in case 
of emergency.

 MODE   LPM (LOW POWER MODE)
The LPM mode is designed to give a lower set of power levels for the Atom 
Flash. This is useful when the minimum power level in Manual mode is 
still too bright for the conditions. This could be for super close-up macro 
at wider apertures or for balancing the light at sunrise or sunset. In LPM 
mode, the maximum power is reduced to 1/32 power. Each click on the dial 
reduces the power level by 1/2 stop:

1/32 • 1/64 • 1/128 • 1/256 • 1/512 • 1/1024

The screen display will indicate the power level that is being used instead 
of the printed text on the power level dial.

 MODE   SOS
SOS will put the LED lights in a Beacon pattern (1 flash every 3 seconds). 
A long press on the  SELECT button will activate SOS. Long-press the  

 SELECT button to exit SOS. The flash is not active in SOS. 

Note: SOS is not available in MENU or REM modes.
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 MODE   MENU
MENU SETTINGS
The Backscatter Atom Flash features an easy-to-read display screen, which 
makes it easy to use the MENU system to change settings for learning mode 
preflash cancellation, camera brand for TTL in SC mode, and customizing 
the shooting modes. A factory reset can also be performed in the MENU.

To enter MENU mode, press the MODE button and cycle through the 
shooting modes until MENU appears. Press the  SELECT button to 
choose the option.

For Learning Mode settings, see Manual Mode on page 16. For selecting 
the camera brand for TTL, see SC Mode on page 18.

Pro Tip: At any time in the MENU, press and hold  SELECT to back out  
1 layer of the MENU to the previous screen. This can be done multiple 
times to completely exit the MENU and return to the shooting modes.

- 30 -



 INDICATOR LIGHT CHART 
Please review the chart below for the indicator lights and description.

Main Indicator 
Color

Signal Pattern Description

Blue Quick Blinking Flash Charging

Blue Slow Blinking
Flash Charging, ready for flash 
within 1/2 stop of full power

Green Solid On
Flash Ready with battery level 
100 to 50%

Yellow Solid On
Flash Ready with battery level 
50 to 25%

Red Solid On
Flash Ready with battery level 
25 to 10%

Red Blinking (1 sec period)
Battery level 10 to 1% Flash is not 
charging. Focus Lights are dimmed.

Green Slow Blinking (2 sec period)
Stand-by Mode with battery level 
100 to 50%

Yellow Slow Blinking (2 sec period)
Stand-by Mode with battery level 
50 to 25%

Red Slow Blinking (2 sec period)
Stand-by Mode with battery level 
25 to 1%

Purple Blinking with 3 rapid beeps
TTL out of exposure range in 
SC & SC Macro modes.

Purple Blinking with 1 long beep
Enter temperature protection Level 
1 mode, flash power reduced.

Purple Continually Blinking
Temperature protection mode 
where flashing is paused for 2 mins.

Purple
Solid On with 1 long beep 
& Chill Out Screen

Enter temperature protection Level 
2 mode where flashing is paused.

Purple
Solid On without Chill Out 
Screen

Circuit error (contact Backscatter 
for support)

Red
Quick Blinking for 2 sec 
& power off

Battery Extremely Low & Auto-Off.
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 BATTERY FAQ  LITHIUM ION (LI-ION) 
 BATTERIES TO USE WITH THE ATOM FLASH
BATTERY FAQ 
A catastrophic battery accident can result in fire, explosion, injury, and death, 
even when all precautions have been taken. Please read the following FAQ 
about battery usage and safety precautions to minimize that risk.

What battery should I use for the Backscatter Atom Flash? 
These are the current approved batteries for the  Atom Flash.

•	 Xtar 18650 10A 4000mAh
•	 Xtar 18650 10A 3500mAh
•	 Nitecore NL1836HP 8A 3600mAh
•	 Nitecore NL1835HP 8A 3500mAh

All specifications are tested with the Xtar 18650 10A 4000mAh battery.

Where can I purchase an approved Li-Ion battery? 
Since it is a standard battery type, these above listed batteries are available 
at Backscatter, Backscatter Authorized Dealers, and many other retailers 
worldwide. As time goes on some batteries may become discontinued. 
Contact Backscatter or your local Backscatter dealer for the latest approved 
battery recommendations.

I see other 18650 batteries all over the internet selling for super 
cheap that are like $5, why can’t I use those? Are you guys trying to rip 
me off? 
Those cheap batteries are unprotected and not designed for end use by 
consumers and do not have important safety protections built in. They can 
sometimes be identified by having no branding on the label, or by a plain 
single-color battery jacket with dot matrix printing. Some will even say 
they are only for use in battery packs or are for prototyping purposes only. 
Unprotected batteries made without safety protections are much cheaper 
to produce than batteries with protection circuitry. 
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What is the difference between a “protected” battery and an “unprotected” 
battery, and why should I always use a protected battery? 
Protected Lithium-Ion batteries have an electronic circuit built into the 
battery cell packaging. This circuit protects the battery against overcharge, 
over-discharge, short circuit, over-current, and extreme temperature 
fluctuations.  Protected batteries are safer to use than unprotected batteries 
that do not have these safety features built in. Unprotected batteries have 
no built-in safety protections which can result in fire, explosion, injury, or 
death in the case of failure due to overcharge, over-discharge, short circuit, 
over-current, or temperature, even when every precaution has been taken. 
Unprotected 18650 batteries are not designed for consumer use, so do not 
use it. Only use protected batteries designed for consumer use.

Why are unprotected batteries sold if there are greater safety risks 
versus a protected battery? 
18650 batteries are a very common and popular Li-Ion battery not only 
made for end-use consumers but also used by manufacturers to combine 
multiple units into a larger battery pack for anything from flashlights to 
electric cars. Did you know Tesla electric cars are running on battery packs 
made up of thousands of 18650 batteries? It is up to those manufacturers 
to build in their own safety precautions for their custom-designed battery 
packs.

Why should I always charge the battery in a common area when 
people are around? 
Although battery failures are rare, it can be catastrophic. The charging 
process is a critical operation. Most Li-Ion battery failures that occur happen 
during charging. Never charge in sleeping quarters, below boat decks, or 
in other unmonitored or unoccupied areas. In case of emergency, you want 
someone around to be able to take action. While it is rare for a battery to 
fail when all proper safety precautions have been taken, the consequences 
are too great to ignore.

How do I store batteries when not in use? 
Batteries should be stored in a battery storage box designed specifically 
for 18650 batteries. A proper box will provide impact protection and keep 
batteries isolated so the battery contacts cannot be bridged and cause a 
short.
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What do I do if the battery has physical damage or water damage? 
Immediately stop using the battery, as it is now a safety hazard. Immediate 
action needs to be taken to safely dispose of the battery. If at home, take 
it immediately to an authorized battery recycling center or hazardous 
materials disposal site. If at a resort or a live aboard boat, notify resort 
management or boat captain immediately so that they may safely dispose 
of the battery. If on land and unable to take it to an authorized battery 
recycling center, place it in a fireproof box and store it outside in an 
open area away from any sources of fuel or ignition until a time when the 
damaged battery can be taken to an authorized battery recycling center. 
Never dispose of batteries in the garbage or trash.

I suspect water has intruded the battery compartment and/or strobe. 
What should I do? 
Immediately discontinue use of the Backscatter Atom Flash and remove 
the battery as soon as practically possible. Even though the Atom Flash has 
an over-pressure relief valve in case of overpressure, take extra precaution 
when opening the battery compartment, as it may be over-pressurized. Use 
a damp towel to cover the Atom Flash before opening to protect yourself 
and others.

If I have water intrusion into the battery compartment, can I dry it out 
and use a new battery? 
Maybe. The battery compartment is sealed from the rest of the flash for 
safety. After water intrusion, rinse the battery cap and battery compartment 
of the Backscatter Atom Flash with fresh water. When the battery cap 
and contacts are completely dried and cleaned free of corrosion then a 
new battery may be installed and the Atom Flash tested for operation. 
However, if there is any unusual operation of the Atom Flash with the new 
battery, immediately discontinue use, remove the battery, and contact the 
Backscatter service department or your local Backscatter dealer.

Can I leave the battery installed in the Atom Flash for travel? 
NEVER travel with the battery installed in the Backscatter Atom Flash.

ALWAYS OBEY ALL INSTRUCTIONS
FROM THE BATTERY MANUFACTURER
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Can I travel with the batteries in my checked luggage? 
Absolutely not. It is illegal to travel with Li-Ion batteries in the cargo hold on 
passenger aircraft. All Li-Ion batteries must be carried on aircraft in cabin 
luggage in an appropriate battery box that does not allow the battery 
contracts to be bridged.

Never fly with damaged batteries. 
Damaged batteries are banned from ALL aircraft by law for good reason. 
Do not take chances. Your life and the lives of others are not worth a 
cheap battery!! Dispose of damaged batteries immediately!!

All this battery safety talk has me concerned. 
You should be. Following these procedures and precautions can help 
minimize risk greatly, but there is no way to completely eliminate it. While 
battery failures that cause catastrophic damage, injury, and death are very 
rare, it is your responsibility to use the best care possible to minimize that 
risk to yourself and others.

SAFETY PRECAUTIONS NEED TO BE TAKEN WITH LI-ION BATTERIES.  

NEVER DO THE FOLLOWING: 
•	 Never charge batteries in unattended areas.
•	 Never charge while sleeping.  
•	 Never charge below decks of a boat. 
•	 Never store batteries below decks of a boat. 
•	 Never store batteries in the video light below decks of a boat. 
•	 Never use batteries without protection circuitry. 
•	 Never dispose of batteries in the garbage or trash. 
•	 Never put batteries in checked baggage when traveling. 
•	 Never walk around with bare batteries in your pocket, especially with other 

metal objects that can easily bridge battery contacts.

ALWAYS DO THE FOLLOWING: 
•	 Only charge batteries in common areas where and when others are around. 
•	 Always remove the battery from the Atom Flash when not in use. 
•	 Only use batteries designed for end use by consumers with safety 

protection circuitry. 
•	 Only store batteries in a battery box designed for 18650 batteries. 
•	 Always travel with batteries in cabin baggage.
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 WARRANTY 
Backscatter warrants this product to be free from defects in materials and 
workmanship under normal use for a period of one (1) year from the original 
date of retail purchase. During the warranty period, Backscatter will, at its 
sole discretion, repair or replace any defective unit without charge for parts 
or labor. The determination of whether a product is defective shall be made 
solely by Backscatter.

WARRANTY COVERAGE
This warranty covers:

•	 Manufacturing defects in materials or assembly.
•	 Electrical or mechanical failures that occur under normal, recommended 

operating conditions.

WARRANTY EXCLUSIONS
This warranty does not cover:

•	 Damage caused by improper use, accident, misuse, abuse, or neglect.
•	 Damage caused by improper maintenance, service, or modifications not 

authorized by Backscatter.
•	 Water damage resulting from the users failure to properly seal or maintain 

user serviceable O-rings.
•	 Water damage from any water entry into the battery cap or battery 

compartment that is not a direct result of a manufacturing defect.
•	 Normal wear and tear, including but not limited to scratches, cosmetic 

blemishes, and consumables (e.g., O-rings, batteries).
•	 Damage due to use with non-recommended accessories or attachments.

WARRANTY SERVICE
To obtain warranty service:

•	 Retain your original proof of purchase.
•	 Contact Backscatter or your authorized dealer for instructions.

LIMITATIONS
•	 This warranty is valid only for the original purchaser and is non-transferable.
•	 The liability of Backscatter is limited solely to the repair or replacement of 

the defective product.
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•	 Backscatter is not responsible for incidental or consequential damages of 
any kind, including loss of data, images, or other equipment, except where 
such limitation is prohibited by law.

•	 Some jurisdictions do not allow limitations on implied warranties, or the 
exclusion or limitation of incidental or consequential damages. In such 
cases, these limitations may not apply.

YOUR LEGAL RIGHTS
This warranty gives you specific legal rights. You may also have other rights 
which vary by state, province, or country.

For customers in the European Union, United Kingdom, Australia, and other 
regions with statutory consumer protection laws: this warranty is provided 
in addition to, and does not affect, your statutory rights under applicable 
national laws relating to the sale of consumer goods.

 SPECIFICATIONS 
Depth Rating: 100m/330ft
Guide Number: ƒ28
Maximum LED Output: 1,000 Lumens
Power: Two 18650 10A Li-Ion Batteries
Recycle time: 
      FULL:  0.95 seconds
Number of Flashes:
      F:   Over 600 at FULL Output
LED Run Time: Minimum of 98 minutes with managed power decline curve
Emergency Ping Run Time: ~30 hours with full battery
Weight in Air: 1.8lbs / 830g (with battery)
Weight in Water: 5.6oz / 160g (with battery)
Sync Cord: Fiber Optic
Seal: Dual O-rings with additional Sand Seal Gasket
Exposure Control:
    Flash: 11-step Power Level 
    LED: 3-step Power Level
Dimensions With Ball (LxWxD):
    6.1 x 5.7 x 3.3in
    154 x 145 x 85mm
Material: Anodized Machined Aluminum and Glass Fill Fiber
International Patents Pending - 37 -
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DISTRIBUTED BY:

225 Cannery Row, Monterey, CA. 93940
+1-831-645-1082

sales@backscatter.com
www.backscatter.com

For any support or service questions on your Atom Flash,  
please give us a call or send us an email!

DOWNLOAD 
INSTRUCTIONAL 

VIDEO

BACKSCATTER.COM/AF-1-SUPPORT
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